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Where:

mpm-cupps = the combined PM mass emissions
determined from the cold-start UDDS
test interval (bag 1 and bag 2), in grams,
as calculated using Eq. 1066.605-2.

mpm-nupps = the combined PM mass emissions
determined from the hot-start UDDS test
interval (bag 3 and bag 4), in grams, as

40 CFR Ch. | (7-1-14 Edition)

calculated using Eq. 1066.605-2. This is
the hot-stabilized portion from either the
first or second UDDS (bag 2, unless you
measure bag 4), in addition to the hot
transient portion (bag 3).

(2) Use the following equation for PM
measured as described in §1066.815(b)(4):
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Eq. 1066.820-3

Where:

mpm = the combined PM mass emissions de-
termined from the cold-start UDDS test
interval and the first 505 seconds of the
hot-start UDDS test interval (bag 1, bag

2, and bag 3), in grams, as calculated
using Eq. 1066.605-3.

(3) Use the following equation for PM
measured as described in §1066.815(b)(5):
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Eq. 1066.820-4

Where:

mpm = the combined PM mass emissions de-
termined from the cold-start UDDS test
interval and the hot-start UDDS test in-
terval (bag 1, bag 2, bag 3, and bag 4), in
grams, as calculated using Eq. 1066.605-4.

§1066.830 Supplemental Federal Test
Procedures; overview.

Sections 1066.831 and 1066.835 describe
the detailed procedures for the Supple-
mental Federal Test Procedure
(SFTP). This testing applies for all ve-
hicles subject to the SFTP standards in
40 CFR part 86, subpart S. The SFTP
test procedure consists of FTP testing
and two additional test elements—a se-
quence of vehicle operation with more
aggressive driving and a sequence of
vehicle operation that accounts for the
impact of the vehicle’s air conditioner.

(a) The SFTP standard applies as a
composite representing the three test
elements. The emission results from
the aggressive driving test element
(§1066.831), the air conditioning test

element (§1066.835), and the FTP test
element (§1066.820) are analyzed accord-
ing to the calculation methodology and
compared to the applicable SFTP emis-
sion standards as described in 40 CFR
part 86, subpart S.

(b) The test elements of the SFTP
may be run in any sequence that in-
cludes the specified preconditioning
steps.

§1066.831 Exhaust emission test proce-
dures for aggressive driving.

(a) This section describes how to test
using the US06 or LA-92 driving sched-
ule. The US06 driving schedule can be
divided into two test intervals—the
US06 City cycle comprises the com-
bined portions of the cycle from 1 to
130 seconds and from 495 to 596 seconds,
and the US06 Highway cycle comprises
the portion of the cycle between 130
and 495 seconds. See §1066.801 for fur-
ther information on the driving sched-
ules.
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